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1 Installation

1.1 USB to Serial Driver

Download link:

https://database-668-1258413246.cos.ap-guangzhou.mygcloud.com/Drivers/5.S

erial%20Driver/PL2303 Prolific DriverInstaller v1120.exe

If the USB is connected to dongle,which the computer can recognize the
corresponding serial port,the installation of this driver can be skipped.
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Otherwise,the installation process is as follows:

1) Double-click to run “PL2303_Prolific_DriverInstaller_v1120.exe”,and click "Next",


https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Drivers/5.Serial%20Driver/PL2303_Prolific_DriverInstaller_v1120.exe
https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Drivers/5.Serial%20Driver/PL2303_Prolific_DriverInstaller_v1120.exe
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2) Waiting for the installation process,
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3) Finally, click the "Finish" button,
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1.2 Dongle Burning Driver

Download link:

https://database-668-1258413246.cos.ap-guangzhou.mygcloud.com/Drivers/Up

date%20firmware%20drivers/InstallBlueSuite 2 6 8 1467.zip

The installation process is as follows:

1) Double-click to run “InstallBlueSuite_2_6_8 1467.exe”, and click "Next",


https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Drivers/Update%20firmware%20drivers/InstallBlueSuite_2_6_8_1467.zip
https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Drivers/Update%20firmware%20drivers/InstallBlueSuite_2_6_8_1467.zip

2)

[*) setup - CSR BlueSuite 2.6.8 - X

Welcome to the CSR BlueSuite
2.6.8 Setup Wizard

This will install CSR BlueSuite 2.6.8.1467 Release on your
computer,

It is recommended that you close all other applications
before continuing.

Click Next to continue, or Cancel to exit Setup.

The default configuration can be used, and click "Next",

[#) setup - CSR BlueSuite 2.6.8 — X

Select Destination Location

Where should CSR BlueSuite 2.6.8 be installed? .

Setup will install CSR BlueSuite 2.6.8 into the following folder.

To continue, click Mext. If you would like to select a different folder, click Browse.

C:\Program Files (x86)\CSR\BlueSuite 2.6.8| Browse...

At least 29.9 MB of free disk space is required.
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[*) setup - CSR BlueSuite 2.6.8 -

Select Components
Which components should be installed?

Select the components you want to install; clear the components you do not want to
install. Click Mext when you are ready to continue.

{Full Installation of BlueSuite incorporating transports relevant to a Casira. )

Drivers and DLLs to allow SPI communication with the chip 0.6 MB

USB device driver 0.5 MB

Core BlueSuite applications 10.5 MB
BlueTest3, Production test DLL's, LIB's and headers. Uses Flash,

EEPROM and HCIDLL's 3.7 MB

DFU Tools 3.3 MB

Current selection requires at least 20.4 MB of disk space.

[*) setup - CSR BlueSuite 2.6.8 -

Select Start Menu Folder
Where should Setup place the program's shortcuts?

|T-| Setup will create the program's shortcuts in the following Start Menu folder.
—r

To continue, click Next. If you would like to select a different folder, click Browse.

CSR BlueSuite 2.6.8 Browise...
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[*) setup - CSR BlueSuite 2.6.8 -

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing CSR
BlueSuite 2.6.8, then click MNext.

‘Set debug transport to USB SPI (LPT SPIis not supported on 64 bit platforms)

3) Click the "Install" button,

[*) setup - CSR BlueSuite 2.6.8 -

Ready to Install
Setup is now ready to begin installing CSR BlueSuite 2.6.8 on your computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location:
C:\Program Files (x86)\CSR\BlueSuite 2.6.8

System requirements:
Microsoft Visual C++ 2008 Redistributable is already installed on your comp

< Back . Install Cancel

4) Waiting for the installation process, and finally, click the "Finish" button,
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[*) setup - CSR BlueSuite 2.6.8 - X

Installing
Please wait while Setup installs CSR BlueSuite 2.6.8 on your computer.

Saving uninstall information...

Cancel

[#) setup - CSR BlueSuite 2.6.8 —

Completing the CSR BlueSuite
2.6.8 Setup Wizard

Setup has finished installing CSR BlueSuite 2.6.8 on your
computer. The application may be launched by selecting the
installed icons.

Click Finish to exit Setup.

1.3 Database Driver

Download link:

https://database-668-1258413246.cos.ap-guangzhou.mygcloud.com/Drivers/Up
9



https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Drivers/Update%20firmware%20drivers/SQL%20Server%20Native%20Client%2011.0.zip

/legaSig

date%20firmware%20drivers/SQL%20Server%20Native%20Client%2011.0.zip

The installation process is as follows:

If PC had installed the high version of SQL Server Client ,the installation of this
driver can be skipped.
1) According to PC system is 64 bit or 32 bit, run “SQL Server Native Client

11.0-x64.msi” or “SQL Server Native Client 11.0-x86.msi”,and click "Next",
X

ﬁ Microsoft SQL Server 2012 Native Client Setup

Welcome to the Installation Wizard for SQL
Server 2012 Native Client

Setup helps you install, modify or remove SQL Server 2012 Native Client .
To continue, click Next.

WARNING: This program is protected by copyright law and international
treaties.

2) Click “Next>",

10


https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Drivers/Update%20firmware%20drivers/SQL%20Server%20Native%20Client%2011.0.zip

/legaSig

3)

75 Microsoft SQL Server 2012 Native Client Setup X

License Agreement

Please read the following license agreement carefully.

MICROSOFT SOFTWARE LICENSE TERMS
MICROSOFT SQL SERVER 2012 NATIVE CLIENT

These license terms are an agreement between Microsoft Corporation (or
based on where you live, one of its affiliates) and you. Please read them.
They apply to the software named above, which includes the media on
which you received it, if any. The terms also apply to any Microsoft

e 1indates v

(@)1 accept the terms in the license agreement

(C)1 do not accept the terms in the license agreement

< Back Next = Cancel

73 Microsoft SQL Server 2012 Native Client Setup P8

Feature Selection

Select the program features you would like to install.

Click an icon in the following list to change how a feature is installed.

Feature description

=N} Clicnt Components
.3~ | SQL Server Native Client SDK Microsoft SQL Server Native
Client
Installation path
Browse...
Disk Cost...
< Back Next = Cancel

Click “Install” button,

11
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ﬂ Microsoft SQL Server 2012 Native Client Setup pod

Ready to Install the Program

Setup is ready to begin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, click Back. Click Cancel to exit
Setup.

< Back Cancel

4) Waiting for the installation process,

ﬁ Microsoft SQL Server 2012 Native Client Setup X

Installing SQL Server 2012 Native Client

The program features you selected are being installed.

4 Please wait while the Installation Wizard installs SQL Server 2012 Native Client .
@ This may take several minutes.

Status:
Writing system registry values

5) Finally, click the "Finish" button,
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ﬁ Microsoft SQL Server 2012 Native Client Setup pod

Completing the SQL Server 2012 Native Client
installation

Setup has installed SQL Server 2012 Native Client successfully. Click
Finish to exit.

Cancel

1.4 BT _Soft_Panel Drivers

Download link:

https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Software/L

VRTE2015 f3Patchstd.exe

https://database-668-1258413246.cos.ap-guangzhou.myqcloud.com/Software/

NIVISA1550runtime.exe

If PC had installed the high version of NI LabVIEW Runtime and VISA driver,the
installation of drivers can be skipped.
The general operations,which use default settings,and agree to the treaty to

reasonably install.

2 Operations of Updating Dongle Firmware

The BT _Soft_Panel software depends on the drivers of “1.4 BT_Soft Panel
Drivers”,and the new version can be downloaded by the link as follow:

https://database-668-1258413246.cos.ap-guangzhou.mygcloud.com/Software/B

T Soft Panel.zip
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Dongle needs to connect to PC via USB first, and double-click to run
BT_Soft_Panel.exe. The following figure shows the serial number and firmware

version of Dongle.

& BT_Soft Panel V1.0.2.16 = O X
Edit Help
= i My System . ¥ TestPanel B Settings EZ| SPP Control B Update FW
M Usi0000n524)
Information|

Vendor MegaSig Corporation

Model U910

SN 00A624

Firmware Version V1215

Class Of Device 0x000400

AVRCP Version 1.6

Transmit Power 4 dBm

Click U910(00A624)

1) If no hardware can be identified, please confirm the serial port baud rate
configuration and whether the device manager recognizes the serial port number of
dongle.Click on the menu of “Edit->COM Setting”,the serial configuration window will
be pop up,and check the Baud rate,at last click on the menu of “Edit->Refresh” or

“F5”shortcut key to identify dongle hardware;

&J BT Soft Panel V1.0.2.16 - O X
Help
Refresh FS ; = : B=
4 TestPanel Dﬁ Settings 5] spp Control Update FW
[ COM Setting
Information
Vendor MegaSig Corporation
Model ugo
SN 00A624
Firmware Version Vv1.2.15
Class Of Device 0x000400
AVRCP Version 1.6
Transmit Power 4 dBm
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&) COM Setting

Baud rate Parity
;'. 115200 ;J: None

Data bits(8) Stop bits
L2 4
o 8 o 1.0
EnableTermina Flow control
':__.) 1:_‘: None

TerminalTag TimeQOut(S)
;‘. 10 ,;: 10

OK Cancel

2) If dongle firmware needs to be upgraded, it is required to install “1.2 Dongle
Burning Driver and 1.3 Database Driver’ under the condition of PC networking. By
telling the corresponding model,serial number and serial baud rate of dongle to

MegaSig company, the firmware will be configured and pushed by MegaSig company

in the background,at last click the interface button \M‘ ,and the progress

can be automatically upgraded.

The firmware update may take several minutes.Do not exit the software during
the update! Do not plug or unplug USB cable.
3) After clicking the Update FW button,the interface will be shown as below, and

select "Yes" at last just wait the finishment patiently.
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&) BT Soft _Panel v1.0.2.16

Edit Help

= 1) My System
L] U910(00AG24)

4% TestPanel Ef Settings E| SPP Control Bl Update FW

Information

Vendor MegaSig Corporation
Model ua1o
sN |9 X

Firmwai Need to update the firmware?

Class O M Ves | No
AVRCP
Transmit Power 4 dBm

Click U910(00A624)

& BT_Soft_Panel V1.0.2.16

Edit Help

=B My System
L] U910(00A624)

¥ TestPanel B Settings [EZ| SPP Control [l Update FW

Information

&J BT Flash Panel

The firmware update may take several minutes.
Do not exit the software during the update!

Click U910(00A624)
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&) BT Soft Panel V1.0.2.16
Edit Help

=8 My System

4% TestPanel EJf Settings [E] SPP Control [ Update FW
L] U910(00A624)

Information

&) BT _Flash_Panel

The firmware update may take several minutes.
Do not exit the software during the update!

download successfully

0 x |

The firmware update successfully!

s

Yes

Click U910(00A624)
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